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SA 100 
2 cords with test tips ø4 mm,safety connection straight banana plug
ø4 mm, black one and red one
Wire : PVC 0,75 mm²
Rated current : 12 A
Operating temperature : -20°C to +80°C
Safety : CAT II-1000 V and CAT III-600 V

SA 101 
2  cords with test tips ø4 mm,safety connection right-angle banana
plug ø4 mm, black one and red one
Wire : PVC 0,75 mm²
Rated current : 12 A
Operating temperature: -20°C to +80°C
Safety : CAT II-1000 V and CAT III-600 V

SA 105
2  cords with safety connection with straight banana plugs ø4 mm ,
black one and red one
Wire : PVC 0,75 mm²
Rated current : 12 A
Operating temperature : -20°C to +80°C
Safety : CAT IV-1000 V

SA 106
2  cords with safety connection right-angle and straight banana
plugs ø4 mm , black one and red one
Wire: PVC 0,75 mm²
Rated current: 12 A
Operating temperature: -20°C to +80°C
Safety : CAT III-1000 V and CAT IV-600 V

SA 110
2 safety alligator clips  ø4 mm, black one and red one
Rated current : 20 A
Operating temperature : -20°C to +80°C
Safety : CAT III-1000 V and CAT IV-600 V

SA 115
2 Test tips ø4 mm, ø4 mm safety connection, black one and red one
Rated current : 36 A
Operating temperature : -20°C to +80°C
Safety : CAT III-1000 V and CAT IV-600 V
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SA 120
2 Flexible test clips with clamps, ø4 mm safety connection, black one
and red one
Rated current : 6 A
Operating temperature : -20°C to +80°C
Safety : CAT II-1000 V and CAT III-600 V

SA 151
2  cords with test tips ø2 mm, safety connection right-angle banana
plug ø4 mm, black one and red one
Wire : PVC 0,75 mm²
Rated current : 12 A
Operating temperature : -20°C to +80°C
Safety : CAT II-1000 V and CAT III-600 V

SA 155
2 Test tips ø2 mm, ø4 mm safety connection, black one and red one
Rated current : 16 A
Operating temperature : -20°C to +80°C
Safety : CAT IV-1000 V

A 159
2 right-angle magnetic adapters, 6,6 mm diameter, ø4 mm safety
connection, black one and red one
Rated current : 4 A
Operating temperature : -20°C to +80°C
Safety : CAT III-1000 V and CAT IV-600 V

A 158
2 cords with test tips ø4, IP2X security retractable sleeve, right-angle
plugs banana plugs ø4 , one red and one black
lenght : 1 m
Wire : PVC 0,75 mm²
Rated current : 12A
Operating temperature : -20°C to +80°C
Safety : CAT II-1000 V and CAT III-600 V
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