XLN USB Driver Installation

1. Before running the driver installer, do not plug in the instrument device USB cable to the PC.
Run “CP210x_VCP_Win_XP_S2K3_Vista_7” executable application. Follow the prompt to install
the driver installer to your PC.

3. When finished, the below screen will display. Check the box for “Launch the CP210x VCP Driver

Installer”

Silicon Labaratories CP210x VCP Drivers for Windows XP/2003 Server/Vista/7 - InstallShield ...

InstallShield Wizard Complete

The InztallShield Wizard haz successfully copied the Silicon
Laboratories CP21 0w WP Drivers for wWindows *P/2003
Server/iztasT v6.1.00 to vour hard drive. The driver installer
lizted below should be executed in order to install drivers or
update an existing driver.

[V]:Launch the CP210x VTP Dinver Installer.

Click Finizh to complete the Silicon Laboratones CP210x WCP
Drriverg for \Windows <PS2003 ServerMistad/ 7 wB.1.00 setup.

< Back Cancel

4. The following window will pop up. Connect your device to the USB port and click on “Install”.

-

4 Silicon Laboratories CP210x USB to UART Bridge Driver Installer ==
Silicon Laboratories
Silicon Labaratories CP2 10x USE to UART Bridge
Installation Location: Ciriver Version 6.1

I C:\Program Files (x86)\Silabs\MCUNCP210xY,

Cancel |

Change Install Location...




5. The installer will search for the USB connected device to the computer and automatically install
the drivers. Please wait as sometime it can take up to a minute. Once finished, it will have a
confirmation window saying the drivers are installed and finished.
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